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Pre-wired and insulated tubing for solar
installations. EVOIT is a stainless steel
corrugated steel pipe that is equipped with a
closed cell insulation, with a 3/4! thickness. The
insulation is covered with a UV resistant film.
Robust polyester wire with 6 ft mesh on one end.
This flexible light weight piping has a wire running
the entire length for ease of installation and
wiring. This solar tubing is hipped in 50 ft or 80 ft
coils. 3/4! Male NPT fittings and mounting
brackets are included.

DESCRIPTION

ARCHITECT/ENGINEER

JOB:_________________________________ ENGINEER:_______________________________

REP:_________________________________ CONTRACTOR:____________________________

FEATURES AND MATERIALS
Flexible Stainless Steel Tube

Insulation

Jacketing

Temperature Sensor Wire:

:
- Internal Diameter- 3/4!
- Internal Diameter- 20 mm
- Wall thickness- 0.007in
- Max service pressure- 210 psi

:
- Material: EPDM, light, flexible, closed-cell,
synthetic rubber
- Thermal Conductivity (k) (BTU/hr/sq ft/F/in)
(w/mk)- 104 F, K-value=0.27; 75 F, K-Value =
0.25; 32F, K-Value = 0.23 (Test method ASTM
C-177)
- Temperature Range- -60F to 300 F
- Environmental Data- No CFC, PVC-
Formaldehyde Free

:
- Material- Flexible Jacket (PVC)
- UV Resistance- Black Polyethylene (PE) foil
- Flammability Characteristics- ASTM D 635 and
Class V0 according to UL-94, 25/50

- Temperature Range: -70 F to 374 F
-Flexible Copper (1mm, 2 lead)- CEI 20-19/15
- Wire Insulation- Silicon Rubber
- Rated Voltage- 300/500 V
-Electric Resistance- 20.0 Ohm/km
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EVOIT-50/80

PERFORMANCE RATING
Max. working pressure at
400 F: 290 psi

Max. fluid temp: 374 F

Min. ambient temp: -70 F


