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The EVOETK is a thermal expansion tank for
domestic hot water and hydronic applications.
The EVOETK has durable welded construction.
The EVOETK contains an internal plastic sleeve
that protects against corrosion. The sleeve also
acts as a diaphragm, so when the pressure is
relieved, the expansion tank will push the heat
tranfer fluid back into the solar loop. The
EVOETK is suitable for potable hot water. The
EVOETK includes a mounting bracket with
corrugated steel pipe.

DESCRIPTION

ARCHITECT/ENGINEER

JOB:_________________________________ ENGINEER:_______________________________

REP:_________________________________ CONTRACTOR:____________________________

Model No. EVOETK-6 EVOETK-9

Capacity (Gallons) 6 9

Acceptance Volume (Gallons) 4 7

Factory Precharge (PSIG) 40 40

A- Diameter (Inches) 11-3/8 15-3/8

B-Height (inches) 14-3/4 15-3/4

Weight (Pounds) 8 20

MATERIALS & FEATURES

Maximum Temperature:                              180F
Maximum Working Pressure:                  150 psi
Service:                              Domestic Water/HTF
Factory Pre-charged:                                 40 psi
Diaphragm:                                                  Butyl
Internal Lining: Two Part Epoxy Lining
Finish:                                               Epoxy Paint
Threaded (NPT):                                           3/4”


