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Flow Rate (gpm)

Body . . . . . . . . . . . . . . . . . . . . . . Bronze, nickel plated
Seals. . . . . . . . . . . . . . . . . . . . . . Nitrile elastomer
Springs . . . . . . . . . . . . . . . . . . . . Stainless steel
Fitting  . . . . . . . . . . . . . . . . . . . . . Brass
Internal  . . . . . . . . . . . . . . . . . . . . Brass
Piston  . . . . . . . . . . . . . . . . . . . . . Engineered polymer 
Guide tube  . . . . . . . . . . . . . . . . . Engineered polymer

Outlet temperature range . . . . . . 95 - 120°F (35 - 49°C)
Temp. hot supply  . . . . . . . . . . . . 195°F (90°C) max.
Temp. cold supply  . . . . . . . . . . . 39 - 80°F (4 - 27°C)
Temp. stability  . . . . . . . . . . . . . . +/- 5°F (3°C) 
Working pressure . . . . . . . . . . . . Max. 145 psi (1,000 kPa)
Flow rate, minimum  . . . . . . . . . . 1.0 gpm
Flow rate, maximum. . . . . . . . . . 20 gpm

 

Themostatic Mixing Valve that delivers water at
a maximum of 120  F throughout the sysytem. It
allows the heat source to be set at 140  F or hig-
her. Greater effective hot water volume yeilds 
less chance of Legionella within the cylinder. Ev-
ery valve is performance tested prior to shipping.
It has a robust, low complexity construction, with
reliability and safety.  It incorporates an unique,
purpose designed adjuster tool that minimizes un-
authorized tampering with the valve setting.  

Snap-on cover
to protect adjustor

Robust, low 
complexity 
construction

Body threads suit 
union connections

Ultra high precision 
molded polymer piston. 

Rapid response
temperature sensor

                                      

The Company, for a period of one year from the date of 
shipment, warrants each product or system of its own 
manufacture to the original purchaser to be free from 
defects in material and workmanship under normal use, 
service and maintenance.
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Note: Information subject to change without notice.

DESCRIPTION

DIMENSIONS
MATERIALS & FEATURES

PERFORMANCE

Certified and Listed by ASSE and IAPMO. Certified to ASSE 1017 and CSA B125.3

WARRANTY


